





~ 4.250 BOTTOM OF LUMINAIRE
TO CENTER OF J BOX
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Locating center of J-box: (left to right facing the wall).

Measure 4-1/4" from bottom of luminaire to locate center of box.
3"and 6' units measure 18" from end of luminaire.

4" and 8' units measure 24" from end of luminaire.
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When mounting luminaires in rows, remove the down light
shielding (lens or louver) @ Remove Trim Plates @which
expose joining screw holes.

When installing multiple luminaries, join wire harnesses and
slide luminaries together making sure alignment brackets

mate. Lock luminaries together by fastening factory supplie
10-32 x 1.5" hex head screws and 10-32 keps nuts @
Replace trim plates and install shielding.

WALL MOUNT LUMINAIRE

(56" MAX RUN LENGTH FOR WALL MOUNT)
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clear j-box opening. Install mounting rail( 2 Jand j-box plate
Fit mounting rails together by locking teeth together. Break o
of last rail.

Using sharp tin snips, cut off mid portion of mounting rail(%t)o
i

end portion@
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Install Luminaires by hooking onto rail. Hook the lowertion

first and then the upper ortion
@5011 mounting

of mounting bracket
second. Align screw hole on rail to screw hole
bracket. Drive screw into hole and fasten tightly

Make electrical connections to lighting circuit @ and close
cover.
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